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Assemble the start and end bracket.
Assembly the centre brackets at
max. 10m distance.

Mount holders for corners.
NOTE! May need adjusting when the
hose is in place, see further down.

Assemble the first wire terminal
and run the wire the entire length
through all the holders.
Place the hose in the corner.

The ends of the hose must sit in the
holders. The red1 side has to be
crimped, so the hose doesn't slide
out. The green2 side has to be
crimped to lock the hose.
Use crimping tongs.
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Assemble the last wire terminal.
Tension the wire so it does not sag.
Secure the wire by tightening the
other nut.

Crimp the other ends on the holders
using tongs.
Hang the desired number of wire
runners.
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Inspection points on wire systems
The following inspection points must be checked after assembly to ensure the system's safety.
Tick the boxes after each completed check.
The system is installed at the following address
____________________________________________________________________________________________

□
□
□

Check that the end brackets are correctly assembled acc. assembly instructions.
Check that the wire is correctly assembled acc. assembly instructions.
Check that the safety ring is securely attached to the wire and next to the terminal.

If there is a gap of more than 3 mm between terminal and safety ring, the wire must be replaced.

□

Check that the wire is undamaged.
If the wire is damaged, by gash or broken strands, the wire must be replaced

Inspection carried out by
Company/Organisation
________________________________________________
Name
_____________________________________________________
Place and date
_____________________________________________________
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